
24” (60 cm) minimum  
from tank edge

Sensor port

Ensure sensor plug aligns 
with key before inserting 
into sensor port.

Attach Solo Tank Level Kit to tank 
using tek screws ensuring the stand 
orients to the centre of the tank and 
post is vertical (see Figure B).

Figure A

Assemble sensor post and 
bracket, do not fully tighten 
fasteners at this stage.

Connect to 
sensor port  
(see Figure A).

Seat Solo 
on post.

Attach Bird Deterrent spikes.

Tighten hex screw to fix Solo 
orientation and tighten bracket 
fasteners to fix post vertically.

Orient the solar panel 
as per instructions 
on the label, then 
remove the label.

Observant Solo Tank Monitoring Kit Installation Guide

5
1

2

3

8

7

6

Centre  
of tank

Mounting bracket 
orientation

Drill 50mm hole in tank  
at least 24” (60 mm) 
from tank edge.
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Figure B



Observant Solo™ Tank Monitoring Kit  
Installation Guide

ADDITIONAL TOOLS REQUIRED
• Power drill.
• 2” (50 mm) hole saw.
• Level.

Record the following

1. Tank height
Measure from 
bottom of sensor 
to floor of tank

Measure from 
bottom of sensor 
to the overflow point

1

2. Head clearance 

Solo Serial Number 

Solo Box

Level Sensor Box

Solo unit

Mounting bracket

M8 Bolt x 4 5/16” hex socket driverM8 Washer x 4Self-drilling Tek 
screws x 4

Sensor post

Bird deterrent 
spikes

8 mm hex key

• Ladder to access the tank roof safely.
• Tape measure required for height 

measurements (see back page). 
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For further assistance, visit  
helpdesk.observant.net
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ACTIVATE
Before going onsite, activate your account 
 and equipment at observant.net/signup.

GO
Log on to Observant Global™ to begin 

monitoring your water levels.

INSTALL
Follow the step-by-step instructions found in this 

installation guide to set up your hardware.

KIT CONTENTS


